
Management Appliance for Power & Environment (MAPe’ ) 
Monitor and manages data center/server room environmental and power conditions

Provides early warnings before critical events turn into disaster.

Features & Applications

MAPe’ monitors critical environmental conditions, such as smoke, temperature, humidity, liquid water presence, motion, intrusion, 
and vibration etc.When a sensor goes out of range of a con�gurable threshold, the system will notify you via email, LEDs, alarm beacon
, web page, network management (SNMP).

 It supports external con�gurable sensors or eight digital and analog input sensors.

Monitor and manage server room environmental and security
conditions over IP. 
Create alarm signals with customized input parameters. 
Output relays for control of external devices.
     Relays activate upon alarm or via the user interface.
Monitor (ping) IP network devices.
      Alerts are sent if devices are not responding.
Integrates with various Open Source monitoring packages
  — Nagios and MRTG. 
Provides power supply for all sensors.
Available sensors include: temperature, humidity, smoke, 
voltage detector, current/load, detector, door sensor and 
more. 
    
 

Available with optional dual power for connection to two separate 
power sources. 
Available with optional 48VDC or 24 V DC power and PoE. 
Optional intuitive graphical software provides an easy-to-use, 
uni�ed interface for both monitoring and con�guring all 
connected sensors. 
1RU rack mount case is standard. 
Use in data centers, co-lo sites, web hosting facilities, telecom 
switching sites, POP sites, server closets, or any unmanned area 
that needs to be monitored.

Power Port
110 or 230 VAC at 50 or 60 Hz via IEC 
connector. 
Connection for Earth Ground. 
Fuse protection. 
220V AC 50~60 Hz
Monitors power of each device.

Protocols
HTTP, SNMP V1/V2c, SMTP, TCP/IP, SNTP, 
DHCP, SSL 
Operates and con�gures via HTTP 
web page or serial interface. 

Internal Temperature Sensor
Applications from 32°F to 104°F (0°C to 40°C). 
Accurate to within ±1°C.

Moisture Sensor
Shows the status of set moisture presence in air. 

Internal Power Sensor
Measures mains voltage: 0 to 255 VAC
Alerts are sent when there is a power outage and 
when power returns.

Environmental
Operating temperature: 32°F to 112°F (0°C to 50°C). 
Storage temperature: -22°F to 140°F (-30°C to 60°C). 
Operating and Storage Relative Humidity: 17 to 90% 
non-condensing RH.

Digital Inputs
Screw terminals.
Dry contact/Relayed inputs
Fuse. 
Any sensor with digital output 
(0-3.3 VDC) can be interfaced to 
these inputs.

Speci�cations

Ethernet Port
One 10/100 Ethernet port with RJ45 Ethernet
connector.

Digital Outputs
Screw terminals.
0-3.3V digital output

SMS Alerts
Send SMS to de�ned user on de�ned alarms.Analog Inputs

Screw terminals.
Input 0-3.3 VDC
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